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24" MIN.

TACK COAT |3
ALL EDGES |

SAW CUT EDGE |,
(FULL DEPTH) 1

G MATERIAL (SEE

TACK COAT

ALL EDGES
CURB & GUTIER

SAW CUT EDGE
(FULL DEPTH)

TRENCH BACKFILL

STD. DWG. NO.
R—122 (305))

NOTES:

1.

2.

3.

BEDDING MATERIAL,
~— CLASS "A", "B” OR "C7,
COMPACTED TO 90% MIN.

S—TRAFFIC SIGNAL CONDUIT(S), SIZE AS
INDICATED ON PLANS

5" MIN., CONDUIT 0.D.+1" EACH SIDE

FOR CONDUIT >3" DIAMETER

EXCAVATION AND ENCROACHMENT PERMITS MUST BE OBTAINED FROM
THE CITY ENGINEER PRIOR TO CUTIING ANY PUBLIC STREET.

CITY ENGINEER MAY REQUIRE WIDER PATCH SECTIONS OR OTHERWISE
ALTER THE REQUIREMENTS.

BEDDING AND BITUMINOUS PAVEMENT SHALL BE IN ACCORDANCE WITH
STANDARD SPECIFICATIONS FOR PUBLIC WORKS CONSTRUCTION, LATEST REVISION.

FOR TRENCH WIDTH OF 12” OR LESS, TRENCH SLURRY BACKFILL IS REQUIRED.
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